Notes on how to install the WinUSB driver needed by the Winrad DLL for the HPSDR 


Alberto, IZ2PHD 


These notes presume that you have already downloaded and executed the installer for Winrad V1.33 - Suppose that you 
have specified D:\Winrad as the destination directory. You should now have in it a subdirectory named WinUSB that 
contains the files needed to install the driver. What follows exemplifies an installation under Windows XP + SP3, but under 
Vista there should be only minor differences. 


Most probably you have already installed the libusb USB driver needed by PowerSDR or the other programs that are 
normally used with the HPSDR. That driver must be replaced by the WinUSB one. 


Open the Device Manager panel, with the HPSDR hardware switched on, and you will find in it this entry : 


J = IDE ATA/ATAPI controllers 
tp Keyboards 
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T5) Mice and other pointing devices 
Èe Modems 


= .. 
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which was placed there by the libusb installer. Right-click on the second yellow line above, and select the choice to update 
the driver : 


[+] =| IDE ATA/ATAPI controllers 
=- Keyboards 
=| & LibUSB-Win32 Devices 
& OZY Host Assisted Firmware Loz * 
+). ") Mice and other pointing devices Update Driver... Ps 
+). Modems Disable 
=- Monitors Uninstall 
=) i} Network adapters Scan for hardware changes 
IW Bluetooth PAN Network Adaptet 
5 Hamachi Network Interface Properties 


E Hexago Virtual Multi-Tunnel Adap 


Windows will then present you a sequence of questions, that must be answered as follows : 


Welcome to the Hardware Update 
ays Wizard 
SS 


Windows will search for current and updated software by 
looking on your computer, on the hardware installation CD, or on 
the Windows Update Web site (with your permission). 


head our privacy policy 


Can Windows connect to Windows Update to search for 
software? 

O Yes. this time only 

© Yes, now and every time | connect a device 


@ No, not this TS 


Then : 


(+) if your hardware came with an installation CD 
© or floppy disk. insert it now. 


What do you want the wizard to do? 


O Install the software automatically (Recommended) 
© a a list or specific location (Advanced) 


Windows will now ask you where is the directory that contains the INF file of the new driver. 
You should specify D:\Winrad\WinUSB, or anyway the directory where you installed Winrad. 
The example below is specific to my PC, where | used a different directory name : 

©@) Search for the best driver in these locations. 


Use the check boxes below to limit or expand the default search, which includes local 
paths and removable media. The best driver found will be installed. 


[C] Search removable media floppy, CD-ROM...) 
[M] include this location in the search: 


 HADRIVERSXP\HPSDR ~] 


© Dont search. | will choose the driver to install. 


Choose this option to select the device driver from a list. Windows does not guarantee that 
the driver you choose will be the best match for your hardware. 


Select now the correct driver in the next panel (this step sometimes is not needed) : 


The driver installation will start. At a certain point it will reach a stage where the Windows co-installer searches on the 
Microsoft site for an updated version of the libraries. This step can take some time, a few minutes, and you could have the 
false impression that the installation is hanging. Wait patiently, and it will complete... 


ao Ozy interface of the HPSDR project 
This step will take some time, up 
to 2 - 3 minutes.... 
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WUDFUpdate_01007.dll 
To C:-\WINDOWS\system32 


Finally, you will be greeted by the announce by Windows that everything went smoothly... 


7x Completing the Hardware Update 
aDJ Wizard 
The wizard has finished installing the software for: 
= Or interface of the HPSDR project 


And now, if you reopen the Device Manager panel, you will find this : 


+ 3 Tape drives 
= & Universal Serial Bus controllers 
Generic USB Hub 


Standard Enhanced PCI to USB Host Controller 
Standard OpenHCD USB Host Controller 
Standard OpenHCD USB Host Controller 


The WinUSB installation is complete. 
Tests done show that in some circumstances the following sequence is needed, so you can’t go wrong if you do it : 


- After the installation of the WinUSB driver, switch off the HPSDR hardware 
- Reboot the PC 
- Switch on HPSDR again 


Now you can start Winrad with the HPSDR hardware turned on, and select it by clicking the ShowOptions button : 


Select Input WAV file... 

= ® Sound Card 
alette type HPSDR with Mercury N 

Window type Open Input Mixer... 


Lock Volume 


High Process Priority 
@ Normal Process Priority 


You will see now the DLL panel that allows you to control various aspects of the HPSDR hardware : 


HPSDR WinUSB Interfacing Module 
(Mercury W Penelope IE Atlas 
FA Mercury I Penelope 
W4 Wos M192 


Le 27 12 
W Sound card FA Mercury DAC 


E i 
Mercury j Penelope 


From now on, use Winrad as you would have done with any other input hardware. 


Enjoy ! Alberto, |12PHD 


